FULLY AUTOMATIC BATTERY CHARGER
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~ Code: 1113210
Detailed Specifications

Current Selector - 5A - 10A
Rated Input Voltage - 230V a.c. - 230V a.c.
Rated Input Current -0,77Aac. -1,09Aa.c.
Rated Output Voltage -12V d.c. -12V d.c.
Rated Output Current -B6A d.c. -10A d.c.

Dimensions (WxHxL) - 245/145/150 mm
Dimension WIDTH is front view
Weight Nett/Gross -5,1/5,4 Kg

In the interest of product improvement, specifications
may change without notice.
Manufactured in South Africa
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The Auto Pro range of chargers are three stage temperature compensated fully
automatic microprocessor controlled units. The three charging stages are identified
as Bulk, Absorption and Float. These chargers are suitable for charging all types of
Lead / Calcium-, Flooded-, Maintenance Free-, Sealed-, Gel and AGM (Absorbent
Glass Mat) batteries. This charger can be used to charge batteries in parallel.
Batteries must be of same type and capacity. For example, 3 x 18AH batteries can
be charged in parallel.

During the first charging stage, a constant current is applied replacing the bulk of
the battery energy. During the second charging stage, the battery terminal voltage
is held constant while the charging current reduces to a minimum and the final
energy is absorbed by the battery. After the battery has been fully replenished the
charger will switch to the last stage maintaining the battery terminal voltage at the
float point indefinitely.

Safety features includes transformer temperature monitoring, which would reduce
the charger current should the transformer exceed a set elevated temperature. An
18 hour safety timer protects the charger from remaining in the bulk charging stage
for prolonged periods due to a faulty battery. Potential free clamps avoid sparking
when connecting or removing the battery clamps in a potentially volatile
enviroment. The charger is protected against accidentally shorting the leads while
a replaceable fuse protects the chargers against prolonged fault currents. The Auto
Pro range of chargers are housed in a robust steel cabinet using a durable powder
epoxy coated paint.

The Auto Pro chargers were designed in compliance with IEC 335-2-2 and has a
two year limited warranty against defects in materials and workmanship.

* Conforms to SABS IEC 335-2-29

* Thermal overload protection  * Replaceable fuse protection on output side

* Robust , epoxy coated steel cabinet

* Two year warranty

* Not suitable to be supplied from generators unless generator has low
distortion 50Hz 230Vac output.

* Manufactured in South Africa
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